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Video Surveillance / Analog Cameras

Turbo HD Camera - 2MP, 2.8mm, Bullet, Hilook
Brand HiLook
Model THC-B120-PIC(2.8mm)
Warranty 12 months

Price as of 22.10.2026

51.62 ₾
VAT included

Current price and stock: online
https://alldigital.ge/en/
analoguri-kamera-2mp-2-8mm-bullet-
hilook

Key specs

Megapixels

2 MP
Form Factor

Bullet
Focal Length

2.8 mm

IR Range

25 m (82 ft)
WDR

DWDR
IP / IK Rating

IP67

Camera

Image Sensor 2 MP CMOS

Max Resolution 1920 (H) × 1080 (V)

Megapixels 2 MP

Form Factor Bullet

Housing Material Plastic

Lens

Lens Type Fixed

Focal Length 2.8 mm

Field of View 91°

Lens Mount M12

Image & Video

Min. Illumination 0.02 lux@F2.5; 0 lux (IR)

IR Range 25 m (82 ft)

Day / Night Day/Night (auto IR-cut)

WDR DWDR

Frame Rate 25/30 fps
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Power & Protection

Power Supply 12 VDC ± 25%

IP / IK Rating IP67

Power Consumption 1.8 W

Connectivity

Compatible software Hik-Connect, iVMS-4200

Physical

Operating humidity ≤ 90 %

Operating Temperature -40 … +60 °C (-40 … 140 °F)

Dimensions 138.8 × 60.9 × 57.9 mm (5.46 × 2.4 × 2.28 in)

Weight 140 g (4.94 oz)
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