
Technical specifications
Dahua · HAC-HDW1200TRQP

Compiled 23.10.2026

Kutaisi, 1–3 Aghmashenebeli Ave. |  Mon–Sat · 10:00–19:00 +995 431 24 60 07 |  +995 555 61 55 61 info@alldigital.ge |  alldigital.ge
WhatsApp / Viber: +995 555 61 55 61

Video Surveillance / Analog Cameras

Dahua HAC-HDW1200TRQP 2.8mm 2მპ შიდა
Eyeball, IP50, პლასტმასი, IR 25მ
Brand Dahua
Model HAC-HDW1200TRQP
Warranty 12 months

Price as of 23.10.2026

59.00 ₾
VAT included

Current price and stock: online
https://alldigital.ge/en/dahua-
hac-hdw1200trqp-2-8mm-2mp-shida-
eyeball-ip50-plastmasi-ir-25m

Key specs

Megapixels

2 MP
Form Factor

Turret
Focal Length

2.8 mm

IR Range

25 m (82 ft)
WDR

DWDR
IP / IK Rating

IP67

Camera

Image Sensor 1/2.7" CMOS

Max Resolution 1920×1080

Megapixels 2 MP

Form Factor Turret

Housing Material Plastic

Usage Outdoor, Indoor

Lens

Lens Type Fixed

Focal Length 2.8 mm

Aperture F1.9 (2.8mm)

Field of View H 101° / V 54° / D 119° (2.8mm)

Lens Mount M12

Image & Video

Min. Illumination 0.02 lux

IR Range 25 m (82 ft)

Day / Night Day/Night (auto IR-cut)

WDR DWDR

Frame Rate 25/30fps @ 1080P
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Image & Video

Compression Not applicable (HDCVI)

Audio

Audio None

Network

Network Interface Analog camera

Storage None

Power & Protection

Power Supply 12V DC

IP / IK Rating IP67

Connectivity

Compatible software DMSS, SmartPSS Lite
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