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Video Surveillance / Analog Video Recorders (DVR/XVR)

ჰიბრიდული ჩამწერი Dahua
XVR5108HS-4KL-I3
Brand Dahua
Model XVR5108HS-4KL-I3
Warranty 12 months

Price as of 22.10.2026

504.00 ₾
VAT included

Current price and stock: online
https://alldigital.ge/en/
hibriduli-chamtseri-dahua-
xvr5108hs-4kl-i3

Key specs

Recorder Type

XVR
Channels

8
Recording Resolution

4K (8MP)
HDD Bays

1

Network

Network Interface 1 × RJ-45, 10/100/1000 Mbps

Incoming Bandwidth 128 Mbps

Outgoing Bandwidth 128 Mbps

ONVIF Yes

Power & Protection

Power Input 12 VDC, 2 A

Recording

Recorder Type XVR

Channels 8

Analog Channels 8

IP Channels 16

Recording Resolution 4K (8MP)

Signal Support HDCVI, AHD, TVI, CVBS, IP

Recorder Compression AI coding; Smart H.265+; H.265; Smart H.264+; H.264

Storage

HDD Bays 1

Max HDD up to 16 TB
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Outputs & Audio

Video Output 1 HDMI, 1 VGA; HDMI: 3840 × 2160, 1920 × 1080, 1280 × 1024, 1280 × 720; VGA: 1920 × 1080,
1280 × 1024, 1280 × 720

Audio Input 1 × RCA; 8 × BNC (coaxial audio)

Audio Output 1 channel RCA

Smart & Features

AI Features WizSense, SMD, Human & Vehicle Detection

Connectivity

Compatible software DMSS, SmartPSS Lite

USB Port Front: 1 × USB 2.0; rear: 1 × USB 3.0

Compliance

Certifications CE, FCC

Physical

Operating Temperature -10 … +55 °C (14 … 131 °F)

Dimensions 260 × 47.6 × 237.8 mm (10.24 × 1.87 × 9.36 in)

Weight 1 kg (2.2 lb)
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