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Video Surveillance / Wi-Fi Cameras

TP-Link Tapo C310
Brand Tapo
Model Tapo C310
Warranty 12 months

Price as of 22.10.2026

100.00 ₾
VAT included

Current price and stock: online
https://alldigital.ge/en/tp-link-
tapo-c310

Key specs

Focal Length

3.9 mm
IP / IK Rating

IP66

Camera

Image Sensor 1/2.8" Progressive Scan CMOS

Max Resolution 2304 × 1296

Characteristics Two-way Audio, Microphone, Speaker, microSD

Lens

Focal Length 3.9 mm

Aperture F2.0

Field of View 84°

Image & Video

Supplement light Infrared (IR)

Frame Rate 15 fps

Compression H.264

Audio

Audio Two-way audio (Built-in mic & speaker)

Network

Network Interface 1 × RJ-45, 10/100 Mbps

Storage microSD up to 512 GB
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Power & Protection

Power Supply 9V DC, 0.6A

IP / IK Rating IP66

Smart & Features

Features Human Detection, Line Crossing, Intrusion Detection, ONVIF

Active Deterrence Voice Warning

Connectivity

Compatible software Tapo

Compliance

Certifications CE, FCC

Physical

Operating humidity 10 … 90 %

Operating Temperature -20 … +45 °C (-4 … 113 °F)

Dimensions 142.3 × 103.4 × 64.3 mm (5.6 × 4.07 × 2.53 in)
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